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6x Duo Led

technical data

input voltage
output voltage

charging current

trickle charging current

reverse—connect protection

battery full detection

operating temperature

storage temperature

100V—240V +10% 50/60Hz

+15%

+20-15%

4 x 1.45V = cylindrical batteries

2 x 10,15V = 9V-Block
9V-battery

Mignon (AA) 4 x  650mA

Micro (AAA) 4 x  300mA

Y-Block (E) 2 x  70mA

trickle charging

mechanical

—du/dT, —dU
0C...... +25C

-25C...... +70°C

£15%

101
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Disconnect from supply before exchange

PLUG-IN

CHARGER
Model: Y
energy 4 =

PRI:  100-240V~ 50/60Hz
SEC:  4x1.45V—850/300mA
2x10.15V=70mA
‘CAUTION: RISK OF ELECTRICAL SHOCK. DRY LOCATION USE GNLY.
‘GHARGE ONLY RECHARGEABLE NCA-NMH BATTERIES.
TYPE OF BATTERIES MAY BUIRST CAUSING NJURY TO
PERSONS AND DAMAGE.
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case © plug—in case blue, silver

weight ca./approx.260g

Euro—plug

—

Disconnec A from su pply before exchange

Australia—plug

Disconnect from supply before exchange

red green
o no battery off off
charging indicators ¢y flashing flashing
charging on off
trickle charging off on
fail fast flashing off
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incl. multilingual operating instruction

PowerSupplies Online

Tel: +44 (0)870 850 6156
E-mail: info@powersuppliesonline.co.uk



Dianeb
PSOL


